
1080P AHD (4in1) 

 SPECIFICATIES

 Image Device

 Total Pixels

 Effective Pixel

 Scanning System

 Resolution

 Video Output

 S/N Ratio

 LENS

 Shutter Speed

 Sens-up

 Brightness

 Backlight

 D-WDR

 Defog

 Day & Night

 White Balance

 DNR (Digital Noise Reduction) AHD

 Digital Effect

 Sharpness

 Privacy Mask

 Motion Detection

 Power input

 Power Consumption

 Operation Temperature

 Storage Temperature

 Dimension

Off / MIRROR / V-FLIP / ROTATE & FREEZE

AUTO/OFF

4 Masks

Off/On

 Language
ENG/GER/FRA/ITA/SPA/POL/RUS/POR/NED

 /TUR/KOR/JPN/HEB/ARB

0 - 100

Off/BLC/HSBLC

ON(0~8)/OFF

AUTO/OFF

Auto / Color / B&W / EXT

ATW/AWC-SET/INDOOR/OURDOOR/MANUAL/AWB

DC+12V (±30%)

Max. 1.3W

10℃ - +50℃

20℃ - +60℃

25 X 25 (mm)

3D-DNR(OFF/LOW/MIDDLE/HIGH)

Off / x2~x30

Progressive

AHD 1080P/ CVBS(1280H)_1000TVL

 Minimum Illumination
Color : 0.5 Lux, BW : 0.05 Lux, 

Color Sens-up: 0.05Lux / BW Sens-up:0.005Lux

AHD (Default) / HD-TVI / CVI / CVBS (4in1)

More than 52dB (AGC off)

 Mega f=3.6mm Lens

 AGC Off/0 - 15

AUTO/FLK, NTSC:1/30~1/50.000sec/PAL:1/25~1/50.000 sec)

1936(H) x 1097(V)

NTSC PAL

1/2.9" 2.1MP Sony CMOS Sensor

2001(H) x 1121(V)

VSC-58B-HD
1/2.9" Sony sensor 

COMPARISON IMAGE

ㆍ2.1MP Sony Sensor 

ㆍ1080P AHD Video Output

(AHD Transmission Max.300M)

ㆍColor : 0.5Lux, B/W : 0.05Lux

ㆍSens-up : Color 0.05 Lux, B/W : 0.005 Lux

ㆍMega f=3.6mm Lens

* Support UTC function,

EIGENSCHAPPEN

You can select the video output by camera OSD key before installtion (including OSD key).

1920 X 1080

1000TVL(1280H)

AFMETINGEN:

Max.

1000 
TVL

DNR 0.005
Lux

WDR
BLC

25mm
22mm

25mm

wijzigingen voorbehouden!

OSD controller
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